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GERMAN ES drosibas datu lapa
QUALITY
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ADDINOL Hydraulic Oil HVLP 15
lespieSanas datums: 10.04.2015 Materiala numurs: 734006 Lappuse 1/ 8-st

1. IEDALA. Vielas/maisijuma un uznémejsabiedribas/uznémuma apzinasana

1.1. Produkta identifikators
ADDINOL Hydraulic Oil HVLP 15

1.2. Vielas vai maisijuma attiecigi apzinatie lietojuma veidi un tadi, ko neiesaka izmantot

Vielas/maisijuma lietoSanas veids
Hidraulisks (-i) $kidrums (-i) un papildus viela (-s).
1.3. Informacija par drosibas datu lapas piegadataju

Firmas nosaukums: ADDINOL Lube Oil GmbH
Gebaude 4609

lela: Am Haupttor

Vieta: D-06237 Leuna

Telefons: +49 (0) 3461 845-201 Telefakss: +49 (0) 3461 845-561

E-pasts: info@addinol.de

Persona izzinam: Application Technology

Internet: www.addinol.de

Izzinas sniedzo$a nodala: ADDINOL Application Technology
1.4. Talruna numurs, kur zvanit +49 (0) 3461 845-201 - Pa 3o talruni iesp&jams sazinaties tikai biroja
arkartas situacijas: pienems$anas laikos.

2. [IEDALA. Bistamibas apzinasana

2.1. Vielas vai maisijuma klasificéSana

Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008 [CLP]
Bistamibas klases:
Bistams ieelpojot: Asp. Tox. 1
Bistamibas pazinojumi:
Var izraistt navi, ja norij vai iek|ast elpcelos.

2.2. Etiketes elementi

Bistamas sastavdalas, kuras janorada etikete
Satur: naftas smérellas, C20-50, hidrogenétas, neitralas uz ellas pamata, nestandarta jélnafta,
[Komplekss oglidenrazu savienojums, ko ieglst, vieglo vakuuma gaze|lu, smago vakuuma gazel|u un

Signalvards: Bistami
Piktogrammas: GHSO08

Bridinajuma uzraksti

H304 Var izraistt navi, ja norij vai iekldst elpcelos.
Drosibas prasibu apziméjumi . . L B
P301+P310 NORISANAS GADIJUMA: nekavéjoties sazinieties ar SAINDESANAS INFORMACIJAS
CENTRUY/arstu.
P331 NEIZRAISIT vem3anu.
P405 Glabat slégta veida.
P501
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Apziméjums
Maistjums ir klasificéts ka bistams Regulas (EK) Nr. 1272/2008 izpratné (GHS).
2.3. Citi apdraudéjumi

ligstoSa/ atkartota saskarsme ar adu var iedarboties attaukojoSi vai veicinat dermattu.

Nelaujiet izlijuSajam produktam iesukties zemé.
Nelaujiet produktam nekontroléti nonakt vidé.

3. IEDALA. Sastavs/informacija par sastavdalam

3.2. Maisijumi
Bistamas sastavdalas
EK Nr. Nosaukums Dala
CAS Nr. Klasifikacija saskana ar 67/548/EEK
Indeksa Nr. Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008 [CLP]
REACH Nr.
276-738-4 Lubricating oils, C20-50, hydrotreated neutral oil-based <85 %
72623-87-1
Asp. Tox. 1; H304
265-077-7 Distillates (petroleum), heavy hydrocracked; Base oil unspecified <15 %
64741-76-0 Xn - Kaitigs R65
Asp. Tox. 1; H304
01-2119486951-26
224-235-5 Zinc bis[0,0-bis(2-ethylhexyl)] bis(dithiophosphate). < 0,99 %
4259-15-8 Xi - Kairino$s, N - Bistams videi R41-51-53
Eye Dam. 1, Aquatic Chronic 2; H318 H411
01-2119493635-27

R-, H- un EUH frazu teksts: skatiet sadala 16.

Papildus noradijumi
DMSO-Extrakt < 3 %, IP 346.

PCB koncentracija < 1mg/kg.

Klasifikacijas sistéma: klasifikacija atbilst spéka esoSajiem ES katalogiem, informacija tiek papildinata

no nozares literatlras un uznémuma sniegtas informacijas.

4. [IEDALA. Pirmas palidzibas pasakumi

4.1. Pirmas palidzibas pasakumu apraksts

Vispareéjie noradijumi

Pirmas mediciniskas palidzibas sniedz€ja personigas drosibas Iidzekl|i. Nomainiet kontaminéto

apgérbu. Nenésajiet kabatas ar produktu nosmérétas tirisanas lupatas.

Jaieelpots

Cietu$o personu nogadajiet svaiga gaisa. CietuSo personu nomieriniet un nodrosiniet siltumu.

ligtermina stdzibu gadijumos vérsieties pie arsta.

Ja noklust uz adas

Ja noklast uz adas, nekavéjoties skalot ar lielu daudzumu Udens un ziepém. Nomainiet kontaminéto

apgérbu. Izmantojiet adas aizsargkrému péc atkartotas tiriSanas. Acu kairindjuma gadijumos

vérsieties pie arsta.
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Ja noklust acis
Nekavéjoties izskalojiet zem tekoSa tGdens plakstiniem esot atvértiem - 5 [1dz 10 mindtes. P&éc tam
apmeklgjiet acu arstu.

Ja norits
NEIZRAISIT vemsanu. ledodiet aktivo ogli, lai mazinatu uzsiksanos kunga un zarnu trakta.
Nekavéjoties izsauciet arstu.

Esiet uzmanigi vemSanas gadijuma: iesp&jama aspiracija.
4.2. Svarigakie simptomi un ietekme — akiita un aizkavéta
Var rasties §adi simptomi: Klepus. elpoSanas trauc&jumi.

4.3. Norade par nepiecieSamo neatlickamo medicinisko palidzibu un Tpasu apripi
Pirma mediciniska palidziba, dekontaminacija, simptomu arstésana.

5. IEDAIA. Ugunsdzesibas pasakumi

5.1. Ugunsdzésibas lidzekli

Piemeérotie ugunsdzésanas Iidzek]i
Putas. Uguns dzéSanas pulveris. Oglekla dioksTds (CO2). Izsmidzinams tdenis. Smiltis.
Nepiemeéroti ugunsdzéesibas lidzek]i
Spéciga tdens strakla.
5.2. Ipasa vielas vai maisijuma izraisita bistamiba
Ugunsgréka gadijuma var rasties: Oglekla mono-oksids. Oglekla dioksids (COZ2). Slapekla oksids
(NOx). Séra oksTds. sodréji.
5.3. leteikumi ugunsdzéséjiem
Ugunsgréka gadijuma: Valkajiet autonomu elpo$anas aizsargierici.

Papildus noradijumi
Pielagojiet ugunsdzésanas pasakumus attiecigajai videi. Personu aizsardzibas un tvertnu
atdzeséSanas vajadzibam bistamaja zona nodroSiniet Gdens striklas padeves iekartu. Ugunsgréka vai
eksplozijas gadijuma neieelpot diimus. Kontaminéto dzéSanai izmantoto Gdeni savaciet atseviski.
Nelaujiet nonakt tdenos vai kanalizacija.

6. IEDAILA. Pasakumi nejausas nopludes gadijumos

6.1. Individualas drosibas pasakumi, aizsardzibas Iidzekli un procediiras arkartas situacijam
Produkta izliS8anas/ izbirSanas gadijuma pastav slidéSanas risks. Aizvaciet visus iesp&jamos
uzliesmosanas avotus. Ja pastav tvaiku, putek|u un aerosola ietekmes riska faktori, izmantojiet elpcelu
aizsargridzeklus. lzvairieties no saskarsmes ar &du, acim un drébém.

6.2. Vides drosibas pasakumi
Nelaujiet nonakt Gdenos vai kanalizacija. Gazes izplides vai iekliSanas Gdenos, zemé vai kanalizacija
gadijuma informéjiet atbildigas iestades. Izvairieties no izplatiSanas pa virsmu (pieméram, norobezojot
vai izveidojot ellas aizsprostus).

6.3. lerobezoSanas un savakSanas panémieni un materiali
Savaciet ar Skidrumu uzstco$am saistvielam (smiltis, diatomitu, skabju vai universalas saistvielas).
Savakto vielu utilizéjiet saskana ar noradijumiem instrukcijas nodala. levérojot vides aizsardzibas
noteikumus - rapigi notiriet nosmérétos priek8metus, gridas.

6.4. Atsauce uz citam iedalam
Refer to the provisions listed in Sections 8, 12 and 13.

7. |IEDALA. LietoSana un glabasana

7.1. Piesardziba drosai lietoSanai

Revizijas numurs: 1,08 Lv ParskatiSanas datums: 10.04.2015



ES drosibas datu lapa

L700/NOL saskana ar Regulu (EK) Nr. 1907/2006

ADDINOL Lube Oil GmbH

ADDINOL Hydraulic Oil HVLP 15
lespieSanas datums: 10.04.2015 Materiala numurs: 734006

Lappuse 4 / 8-st

Noradijumi droSai lietoSanai
Stradajiet zonas ar labu ventilaciju vai ar elpoSanas filtru. 1zvairieties no ellas miglas veidoSanas.
Atklatas lietoSanas gadijuma izmantojiet lokalas nostk$anas iekartas. Izvairieties no saskarsmes ar
adu, acim un drébém.

Noradijumi ugunsgréka un spradziena novérsanai
Sargat no uguns - nesmékét. Karsts produkts izdala degoSus tvaikus.

7.2. Drosas glabasanas apstakli, tostarp visu veidu nesaderiba

Prasibas uzglabasanas telpam un tvertném
Turiet iepakojumu sausu un stingri noslégtu, lai izvairitos no piesarnoSanas un mitruma uzsukSanas.
Uzglabat cieSi noslégtu vésa vieta.

Noradijumi kopéjai uzglabasanai
Neuzglabat kopa ar partiku vai dzivnieku baribu.
Turiet droSa attaluma no: Oksidacijas IlTdzeklis.

Talaka informacija par uzglabasanas apstakliem
leteicama uzglabasanas temperatdra: 10 - 30°C
Aizsardziba pret: karstums. UV starojums/ saules gaisma. sals.

7.3. Konkréts(-i) galalietoSanas veids(-i)

Detalizétas norades: skatiet tehnisko datu lapa.

8. IEDALA. ledarbibas parvaldiba/individuala aizsardziba

8.1. Parvaldibas parametri
Papildnoradijumi robezvértibam
Recommended limit value for oil mist
TWA: 5 mg/m?
STEL: 10 mg/m?

Produkts nesatur paaugstinatus specifisko vielu daudzumus. Par pamatu tiek nemti véra izstradatie
kontroles noteikumi.

8.2. ledarbibas parvaldiba

Atbilstosa tehniska parvaldiba
Nodrosiniet pietiekamu ventilaciju kritiskajas vietas un lokalu nostksanu.

Pasakumi aizsardzibai un higiénai
Pirms partraukumiem un péc darba nomazgajiet rokas. Nekavéjoties novilkt notraiptto apgérbu.
Izmazgajiet nosméréto apgérbu pirms lietojiet to atkal. Darba vieta ir aizliegts ést, dzert, smékét vai
sméket.

Acul/sejas aizsardziba
Blivi aizsedzosas aizsargbrilles. DIN standarti/ EN standarti: DIN EN 166

Roku aizsardziba
Ir jalieto parbaudrttus aizsargcimdus: DIN standarti/ EN standarti: DIN EN 374

Noslogojums pastavigas saskarsmes gadijuma: 480 min
AtbilstoSs materials: NBR (Nitrila gumija).
Cimdu materiala biezums: 0.7 mm.

Noslogojums diena periodiskas saskarsmes gadijumos ($|akatas): 30 min

Revizijas numurs: 1,08 Lv ParskatiSanas datums: 10.04.2015




ADDINOL Lube Oil GmbH
ES drosibas datu lapa

L700/NOL saskana ar Regulu (EK) Nr. 1907/2006

ADDINOL Hydraulic Oil HVLP 15
lespieSanas datums: 10.04.2015 Materiala numurs: 734006 Lappuse 5 / 8-st

AtbilstoSs materials: NBR (Nitrila gumija).
Cimdu materiala biezums: 0.4 mm

Preventativi pasakumi adas aizsardzibai izmantojot aizsargsmeri.

Adas aizsardziba
Izmantot piemérotu aizsargapgérbu. Nomainiet kontaminéto apgérbu. Nenésajiet kabatas ar produktu
nosmérétas tirisanas lupatas.

Elposanas organu aizsardziba
Ja nav iesp&jams nodroSinat nosikSanas vai ventilacijas iekartas vai art tas ir nepietiekamas, jalieto
elpcelu aizsarglizeki|i.

9. IEDALA. Fizikalas un kimiskas 1pasibas

9.1. Informacija par pamata fizikdlajam un kimiskajam ipasibam

Agregatstavoklis: Skidrs
Krasa: dzeltens
Smarza: saskana ar: mineralella.

Parbaudes norma

Stavok|a izmainas

VirS§anas punkts un virSanas temperatdras Nav pieejami dati

diapazons:

UzliesmoSanas temperatara: 170 °C DIN EN ISO 2592

AizdegSanas punkits: Nav pieejami dati

Blivums (pie 15 °C): 0,840 g/cm® DIN 51757

Skidiba adent: gandriz neskistoss

Kinematiska viskozitate: 15 mm?s ASTM D 7042
(pie 40 °C)

10. IEDALA. Stabilitate un reagétspéja

10.1. Reagétspéja
Stable with proper care and handling.

10.2. Kimiska stabilitate
The product is chemically stable when handled and stored under normal conditions.
10.3. Bistamu reakciju iespéjamiba

No decomposition if used as intended.

10.4. Apstakli, no kuriem javairas
Sk. 7 nodalu Tpasi papildus pasakumi nav nepieciesami.

Lai izvairttos no termiskas sadali§anas, produktu nedrikst parkarsét.

10.5. Nesaderigi materiali
Reagé ar : Oksidacijas ITdzeklis, stipras iedarbibas.

10.6. Bistami noardiSanas produkti
Ugunsgréka gadijuma var rasties: Oglekla mono-oksids. Oglekla dioksids (COZ2). Slapekla oksids
(NOx). Séra oksTds. sodréiji.

11. IEDALA. Toksikologiska informacija

11.1. Informacija par toksikologisko ietekmi
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Akuts toksiskums
Nav pieejami dati

MaisTjums nav parbaudits.

CAS Nr. Nosaukums
ledarbibas celi Metode Deva Sugas Avots
72623-87-1 Lubricating oils, C20-50, hydrotreated neutral oil-based
orals LD50 >2000 mg/kg |Zurka
dermals LD50 > 2000 mg/kg |Trusis
64741-76-0 |Distillates (petroleum), heavy hydrocracked; Base oil unspecified
orals LD50 > 5000 mg/kg |Zurka
dermals LD50 > 2000 mg/kg |Trusis
ieelpojams (4 h) tvaiki LC50 > 5000 mg/I Trusis
4259-15-8 Zinc bis[O,0-bis(2-ethylhexyl)] bis(dithiophosphate).
orals LD50 3100 mg/kg Zurka
dermals LD50 5000 mg/kg Trusis

Kairinamiba un kodigums

Acu kairina$ana: nedaudz kairinoSs.
Adas kairinajums: ligsto$a/ atkartota saskarsme ar adu var iedarboties attaukojosi vai veicinat

dermatitu.
Sensibilizéjosa iedarbiba
Piezime: neizraisa jutigumu.

Ledarbe péc atkartotas vai ilgas darbibas

ligstoSa/ atkartota saskarsme ar adu var iedarboties attaukojoSi vai veicinat dermatitu.

Vezi izraisoSa, iedzimtibu mainosa, ka ari vairoSanos apdraudosa iedarbiba

Nav pieejami dati
Specifiski dzivnieku izméginajumu efekti
Nav pieejami dati

12. IEDALA. Ekologiska informacija

12.1. Toksicitate
Nav pieejami dati

MaisTjums nav parbaudits.

CAS Nr. Nosaukums

Udens toksicitate

| Metode

Deva [ ] | [d1[Sugas

|Avots

72623-87-1 Lubricating oils, C20-50, hydrotreated neutral oil-based

Akata toksicitate zivim

[Lcso

>100 mg/l |

96 h|

64741-76-0 |Distillates (petroleum), heavy hydrocracked; Base oil unspecified

Akata toksicitate zivim LC50 > 100 mg/| 96 h|Fisch
Akata algu toksicitate ErC50 > =100 mg/l 72 h|Alge
4259-15-8 Zinc bis[O,0-bis(2-ethylhexyl)] bis(dithiophosphate).
Akata toksicitate zivim LC50 1-10 mg/l 96 h|Carassius auratus (sudraba
kardsas)
Akuta algu toksicitate ErC50 240 mg/| 96 h
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12.2. Noturiba un spéja noardities
Saskana ar OECD kritérijiem biologiski nav viegli noardams. Nelaujiet nonakt ddenos vai kanalizacija.

12.3. Bioakumulacijas potencials
Nav pieejami dati

12.4. Mobilitate augsné

Nemot véra produkta zemo $kidibas ITmeni, biologiskajas attiriS§anas iekartas to atdala mehaniski.
12.5. PBT un vPvB ekspertizes rezultati

Preparata sastavdalas neatbilst kritérijiem, lai to varétu klasificet ka PBT vai vPvB.

12.6. Citas nelabvéligas ietekmes
Nav pieejami dati

Papildus noradijumi
Nelaujiet produktam nekontroléti nonakt vidé.

13. IEDALA. Apsvérumi, kas saistiti ar apsaimniekosanu

13.1. Atkritumu apstrades metodes

Noradijumi novaksanai (otrreizéjai parstradei)
Nedrikst izmest kopa ar sadzives atkritumiem. Nelaujiet nonakt Gdenos vai kanalizacija.
Izlietoto produktu atkritumu
130110 ELLAS ATKRITUMI UN SKIDRA KURINAMA ATKRITUMI (IZNEMOT PARTIKAS ELLAS UN 05, 12
UN 19 POZICIJA MINETOS ATKRITUMUS); hidraulisko ellu atkritumi; nehlorétas hidrauliskas ellas uz
mineralu bazes
Bistamie atkritumi.

Sasmeérétu iesainojumu novaksana un ieteicamie Iidzek]i
Kontaminétos iepakojumus ir pilniba jaiztukSo, péc atbilstoSas tiriSanas tos var izmantot atkartoti.
Utilizacija javeic saskana ar atbildigo institdciju noradijumiem. lepakojumus, kurus nav iesp&jams
iztirit, atbilstoSi jautilize.

14. IEDALA. Informacija par transportéSanu

Sauszemes transports (ADR/RID)
14.1. ANO numurs: -

Upju un ezeru kug@niecibas transports (ADN)
14.1. ANO numurs: -
Juras kugniecibas transports (IMDG)
14.1. ANO numurs: -
Gaisa transports (ICAO)
14.1. ANO numurs: -
14.5. Vides apdraudé&jumi
BISTAMS VIDEI: né
14.6. Ipasi piesardzibas pasakumi lietotajiem
Unless specified otherwise, general measures for safe transport must be followed.
14.7. TransportéSana bez taras atbilstosi MARPOL 73/78 Il pielikumam un IBC kodeksam
nav pielietojams

Papildus noradijumi transportam
Nav klasificéjama ka bistama krava transporté$anas noteikumu nozime.

15. IEDALA. Informacija par reguléjumu
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15.1. Drosibas, veselibas jomas un vides noteikumi/normativie akti, kas ipasi attiecas uz vielam un
maisijumiem
Nacionala normativa rakstura informacija

Udens piesarnosanas klase (Vacija): 1 - vaji bistams Gdenim
15.2. Kimiskas drosibas novértéjums

Vielam, ko satur Sis maisijums, nav veikts vielu kimiskas droSibas novértéjums.

16. IEDALA. Cita informacija

R frazu teksts (Numurs un viss teksts)

41 Nopietnu bojajumu draudi acim.
51 Toksisks Gdens organismiem.
53 Var radtt ilglaicigu negativu ietekmi Gdens vidé.
65 Kaitigs - norijot var izraistt plausu bojajumu.
H- un EUH frazu teksts (Numurs un viss teksts)
H304 Var izraistt navi, ja norij vai ieklTst elpcelos.
H318 Izraisa nopietnus acu bojajumus.
H411 Toksisks Gidens organismiem ar ilgsto§am sekam.

Papildinformaciju
Maistjums ir klasificéts ka bistams Regulas (EK) Nr. 1272/2008 izpratné (GHS).

lepriekSminétie skaitli attiecas tikai uz izraudzito produktu, tie vairs nav spéka, ja produkts tiek lietots
kopa ar citiem materialiem vai tiek izmatots razoSanas procesa. Eso$a informacija atspogulo masu
paSreizéjas zinaSanas un pieredzi, ITdz ar to 8T informacija vairak kalpo ka produkta apraksts, nevis
produktu Tpadibu garants un I1dz ar to nedod tiesibas veidot tiesiskas attiecibas.

EsoSos likumus un noteikumus misu produktu lietoajam ir jaievéro uz savu atbildibu.

(Bistamo sastavdalu dati tika panemti no beidzamas speka esosas iepriek$eja piegadataja droSibas datu lapas.)
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